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100Base-T Connection 10Base-T Connection

The “Fast” Ethernet BOCALANcard-PCI comes
with driver diskette and installation manual.
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Product Code: BE100/10
Product Name: BOCALANcard 100/10

• Based on the DECchip 21140 PCI chip.

• Compliant with Revision 2.0 of the PCI Local-Bus
standard.

• Provides a 32-bit PCI Local-Bus interface.

• Provides six diagnostic LEDs.

• Provides one RJ-45 connector for 10Base-T connection
and one RJ-45 connector for 100Base-TX connection.

• Supports Category 3/4/5 UTP cable for 10Mbps data
transfer and Category 5 UTP cable for
100Mbps data transfer.

• Jumperless configuration. The PCI BIOS
controls the IRQ and I/O addressing.

• FCC: Complies with CLASS A specifications.

• Driver support for:
• Novell NetWare ODI DOS Client/Server
• NDIS 3.0

(Windows 95, Windows for
Workgroups 3.11, Windows NT)

• NDIS 2.0
(DOS, Pathworks for DOS, OS/2)

Benefits

• Easy installation
• Provides high-speed data transfers
• Minimizes CPU overhead
• Allows for future migration from 10Base-T to 100Base-TX

networks
• 5-year limited warrnty
• Free technical support

System Requirements

• Any Pentium or 486 PC with bus-mastering 32-bit PCI Rev.
2.0 bus slot.

Dimensions

• L 6" X 3 7/8"
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A Note on the PCI  (Peripheral Component
Interconnect) Standard...

The BE100/10 is compatible with Rev 2.0 of the PCI
standard. In order for the BOCALANcard 100/10 to
operate, you need to confirm the compatibility of
the PCI Local-Bus motherboard to the Rev 2.0 PCI
standard.  If the PCI Local-Bus motherboard does
not conform to rev 2.0, contact the motherboard
vendor for information regarding the upgrade of the
PCI BIOS or motherboard hardware to Rev 2.0 PCI
standards.
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